
Technical data

Replace open pipe Ø (mm) 2

Blowing force (N) 0.9

Air consumption (Nm³/h) 4

Sound level (dB(A)) 76

Nozzle technology Slot

Material (nozzle) 1.4404 (316L)

Connection Ø4

Weight (g) 3

Max temp (°C) 400

Max op. pressure (MPa) 1.0

Benefits when replacing an open pipe

Replace open pipe Ø (mm) 2

Noise reduction [dB(A)] 8 [dB(A)] 43%

Energy savings 4 [Nm³/h] 50%

Material specification: EN 1.4404, EN 1.4305

Blowing properties at different pressures

Pressure (kPa) 200 400 600 800 1000

Blowing force (N) 0.4 0.7 1.1 1.4 1.8

Air consumption (Nm³/h) 1.4 3.1 4.8 6.4 8.1

Sound level (dB(A)) 66.8 74.3 76.6 80.0 81.4

Blowing coverage (mm)

AIR NOZZLE
SILVENT MJ4-QS
Item number: 0MJ40169550

SILVENT MJ4-QS is a micro nozzle made of stainless steel. The nozzle is designed with a
central hole in combination with surrounding vents. SILVENT MJ4-QS is equipped with an
adapter, which can be easily installed on an existing, open pipe. The adapter makes
installation easy, smooth and quick, with no impact on the equipment. The small
mounting dimensions for the nozzle can fit on most machine designs.

Technical specifications

See basic information about the technical data. Read more
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